
rasch

Declaration of performance
No. LE 04

1 Unique identification code of the product-type:

Wallcovering on a mixture of cellulose and polyester fibre base and polymer coated or printed

2 Type, batch or serial number or any other element allowing identification of the construction 
product as required under Article 11(4):

3 lntended use or uses of the construction product, in accordance with the applicable harmonised
technical specification, as foreseen by the manufacturer:

Wallcovering in roll form as defined in EN 235 supplied for hanging onto internal walls, 
partitions or ceilings, by means of adhesives, whose primary purpose is decorative.

4 Name, registered trade name or registered trade mark and contact address of the manufacturer as 
required pursuant Article 11(5):

Tapetenfabrik Gehr. Rasch GmbH + Co. KG, Raschplatz 1, 49565 Bramsche, Germany

5 Where applicable, name and contact address of the authorised representative whose 
mandate covers the tasks specified in Article 12(2):

Not applicable

6 System or systems of assessment and verification of constancy of performance of the 
construction product as set out in Annex V:

System 3 (according to EN 15102, table ZA 2)

7 In case of the declaration of performance concerning a construction product covered by a
harmonised standard:

Materialprüfungsamt Nordthein Westfalen, identification number: 0432, performed reaction
to  fire  test  and  classification according to EN 13501-1 under system 3 and issued
classification report nr. 231000902-3, dated Aug. 6th 2020  and

WKI Fraunhofer, Braunschweig, identification number: 0765, performed release tests of 
formaldehyde, heavy metals, other dangerous substances and Vinylchloride-Monomer (VCM) 
according to EN 12149:1997 and issued certificate nr. MAIC-2020-2408, dated Juli. 20th 2020
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8 Declared performance

Essential characteristics Performance
Harmonized 

technical 

specification

Reaction to fire C-s1, d0 EN 13501-1

Release of formaldehyde <1 mg/kg EN 12149:1997, test C

Release of heavy metals and Sb    <1 mg/kg EN 12149:1997, test A
specific elements As    <1 mg/kg

Ba      2 mg/kg
Cd   < 1 mg/kg
Cr   < 1 mg/kg
Pb   < 1 mg/kg
Hg   < 1 mg/kg
Se     <1 mg/kg

Release of vinyl chloride
monomer

<0,2 mg/kg EN 12149:1997, test B

9 The performance of the product identified in points 1 and 2 is in conformity with the declared
performance in point 8.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4.

Signed for and on behalf of the manufacturer by:

Bas Dijkhuis (Head of quality control)

(name and function)

Bramsche, Aug 18th 2020 

(place and date of issue) (signature)
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